MinMax Function.(CENTER27)
1ms Peak Hold Function.(CENTER28)
Capacitor Function.(CENTER28)

Measuring Frequency From Current Clamp &
Test Terminal. (CENTER28)

e Auto Power Off.
e Autoranging.

Numerical Display:

4 digital liquid crystal(LCD), Maximum reading 6000.
Low Battery Indication: The [=F is displayed.
Sampling Rate: 2 Times/sec

Power Source: CR2032(3VDC) battery x 1
Auto Power Off: 10 minute.

Operating Temperature and Humidity:
0°C to40°C(32°F to 104°F); < 80%RH

Storage Temperature and Humidity:
-10°C to 60°C(14°F to 140°F); < 70%RH

Jaw Opening Diameter: 40mm
Dimensions: 207(L)x66(W)x26(H)mm
Weight: Approx.153g

Accessories:

Carrying Case, Battery, Test Lead, Instruction Manual.

Slim and Lightweight Size. Slim
True RMS Measuring.

Measuring Current : AC 1000A 3 _and
Data Hold Function. Lightweight

271 ?_.8\% AC TRMS CLAMP METER

¥: AC 1000A!

Size
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ELECTRICAL SPE(
FUNCTION RANGE RESOLUTION ACCURACY FUNCTION  CENTER 27 CENTER 28
ACA 600A/1000A 0.1A/1A +1.9% + 5dgts ACA d ®
ACV 6V/60V/600V 0.001V/0.01V/0.1V £1.2% + 5dgts ARGV .4 ..
DCV 6V/60V/600V 0.001V/0.01V/0.1V +1% + 2dgts Doy s L
600Q/6KQ 0.10/0.001 KQ/ Ohma o =
Oh s +1% + Cap. &
B 60KQ/600KQ 0.01KQ/0.1KQ 1% & Zuigts =
Hz(A) e
Cap. 6UF/60pF/600uF 0.001uF /0.01uF /0.1yF | +3% + 10dgts Hz(V) Py
Hz(A) 600Hz/6KHz 0.1Hz/0.001KHz +0.2% + 2dgts Duty Cycle(%) )
Hz(V) 600Hz/6KHz/60KHz | 0.1Hz/0.001KHz/0.01KHz | +0.2% + 2dgts Min/Max %
Duty Cycle(%) | 1~99% 0.1% +0.5% Peak ®

* The specifications and other information in this catalogue are subjecttochange without prior notice.
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